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EUROGLASS HYDRAULIC HINGE

AVAILABLE FINISHES
• Satin anodised, marine grade 25 micron
• Polished chrome (available from mid-May)
• Special finishes available on request

TECHNICAL DETAILS

made from aluminium
hinge opening angle 100˚
self-closing from any angle
available as non-hold open (for pool environments) and hold open (commercial / interior applications)
non-hold open has an offset closed position to hold the gate or door firmly shut, preventing rattle
maximum recommended glass weight;  70kg
maximum recommended door width;  900mm
standard for 12mm glass, can be supplied for 10mm or 15mm glass on request
the screw on each pivot block adjusts the hydraulic closing speed
latch features single action, self-latching magnetic operation

EXTERNAL MEASUREMENTS

Hinge: height 120mm, width 150mm

Latch: height 100mm, width 100mm

When correctly installed as part of a pool barrier in conjunction with Euroglass supports and latches, these
comply with the “Fencing of Swimming Pools Act 1987” as a self-closing device.
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EHL1 Gate latch and strike

AVAILABLE FINISHES
• Satin anodised, marine grade 25micron
• Polished chrome (available mid-May)
• Special finishes available on request

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  that closes to a post or wall
Single action, self-latching magnetic operation
Manufactured in aluminium
Standard for 12mm glass, can be supplied for 
  10mm or 15mm glass on request

EH1RP Round Post Gate latch and strike

AVAILABLE FINISHES
• Satin anodised, marine grade 25micron
• Polished chrome (available mid-May)
• Special finishes available on request

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  50mm dia. post mount
Single action, self-latching magnetic operation
Manufactured in aluminium
Standard for 12mm glass, can be supplied for 
  10mm or 15mm glass on request
Made to order only

EHL2 Gate latch and keeper

AVAILABLE FINISHES
• Satin anodised, marine grade 25micron
• Polished chrome (available mid-May)
• Special finishes available on request

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  and side panel
Single action, self-latching magnetic operation
Manufactured in aluminium
Standard for 12mm glass, can be supplied for 
  10mm or 15mm glass on request

EHL290 Gate latch and keeper

AVAILABLE FINISHES
• Satin anodised, marine grade 25micron
• Polished chrome (available mid-May)
• Special finishes available on request

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  that closes to a side panel at 90˚
Single action, self-latching magnetic operation
Manufactured in aluminium
Standard for 12mm glass, can be supplied for 
  10mm or 15mm glass on request

(Profile and finish to complement hydraulic hinge)
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PL1 Gate latch and strike

AVAILABLE FINISHES
• Polished stainless steel
• Satin stainless steel

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  that closes to a post or wall
Self latching using “Magna” latch
Manufactured in 316 grade stainless steel
Minimum door height - 1200mm
Standard for 10mm and 12mm glass, 
  can be adapted for other sizes

PL1RP Round Post Gate latch and strike

AVAILABLE FINISHES
• Polished stainless steel
• Satin stainless steel

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  50mm dia. post mount
Self latching using “Magna” latch
Manufactured in 316 grade stainless steel
Minimum door height - 1200mm
Standard for 10mm and 12mm glass, 
  can be adapted for other sizes

PL2 Gate latch and keeper

AVAILABLE FINISHES
• Polished stainless steel
• Satin stainless steel

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  and side panel
Self latching using “Magna” latch
Manufactured in 316 grade stainless steel
Minimum door height - 1200mm
Standard for 10mm and 12mm glass, 
  can be adapted for other sizes

PL290 Gate latch and keeper

AVAILABLE FINISHES
• Polished stainless steel
• Satin stainless steel

TECHNICAL DETAILS
Designed for a frameless glass pool gate
  that closes to a side panel at 90˚
Self latching using “Magna” latch
Manufactured in 316 grade stainless steel
Minimum door height - 1200mm
Standard for 10mm and 12mm glass, 
  can be adapted for other sizes
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FMP250 Miniposts

AVAILABLE FINISHES
• Polished stainless steel
• Satin stainless steel

TECHNICAL DETAILS
Manufactured in 316 grade stainless steel
Suitable for 12 and 15mm glass
Mini posts are set 85mm into concrete (Ø70mm hole) and affixed using
  sika or rockite grout (to manufacturer’s specifications)
26mm diameter holes in glass
50mm typical clearance from ground surface
Optional Dress Ring or Cover Plate available

FMP350 Miniposts

AVAILABLE FINISHES
• Polished stainless steel
• Satin stainless steel

TECHNICAL DETAILS
Manufactured in 316 grade stainless steel
Suitable for 12 and 15mm glass
26mm diameter holes in glass
50mm typical clearance from ground surface
Posts can be fastened to concrete or wooden surfaces 
  using 2 x M10 bolts/screws
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